product range overview

All fittings of VITRIS in an overview

supra

Fittings system for sliding doors for 4 - 8 mm glass thickness

robustus

Fittings system for sliding doors for 8 - 12,76 mm glass thickness

penda/bipenda

Fittings system for hanging sliding doors up to for 8 mm glass thickness

dura und durus

Gliding fittings system for 4 - 6 mm glass thickness

Secura

Security lock system for fittings systems of VITRIS, glass door locks independent from the fittings system

mirror fixing profiles
shelving bracket system

Shelving bracket system for glass and wooden shelves

profiles

Dividing wall supports, U-profiles, end-, central-, corner profiles
Innovations

types of material and design

assembly instruction

order form

price list
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Product range overview

[ il [l

;f\_LK vh" -

i A
: ; NN

SUPRA frame fittings SUPRA triple track fittings
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ROBUSTUS ROBUSTUS with vertical
frame profile
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Product range overview
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MIRROR FIXING PROFILES

BIPENDA

CENTRAL-, END-, CORNER
PROFILES
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DURA/DURUS

M

SLOT BAR/
MIRROR SLOT BAR
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VItris supra

Fittings system for sliding doors for 4 - 8 mm glass thickness

Fast assembly Non-wearing flocking Supra roller technology
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supra modular system
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Reduced stock: same top twin-guide,
same twin bottom tracks, same roller, same end plate, same lock
integrated in roller profile for glass thickness 4, 5, 6 and 8 mm.
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supra fittings up to 8 mm glass thickness
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Glass cutting dimensions:

installation height ./. 32
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(bedding material not included)

Installation height ——————— |

Maximum load
for 2 roller assemblies approx. 25 kg
for 4 roller assemblies approx. 50 kg
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supra fittings up to 8 mm glass thickness

Designation

Top twin-guide
protected by foil
Length: 5 metres

Top twin-guide flocked
protected by foil

Length: 5 metres

Quantity: 20 metres in protective packaging

Roller profile
up to 6 mm glass thickness
protected by foil

Length: 5 metres

Roller profile

up to 8 mm glass thickness
protected by foil

Length: 5 metres

Quantity: 20 metres in protective packaging

Roller assembly

with steel ball bearing roll
plastic covered

Quantity: 100

End plate notched
up to 6 mm glass thickness
Quantity: 100

End plate notched
up to 8 mm glass thickness

Quantity: 100

Twin bottom track
with double-sided adhesive tape
for fast assembly

Length: 5 metres

Article number Specification

RS ORRI AL E 6/ EV 1 natural
ALE 1/C 31 alinox

(stainless steel effect)

USSP RO AL E 6/ EV 1 natural
ALE 1/C 31 alinox
ALE 6/EV3 gold

SHNS AL powder-coated / white

USIORTORTOO ORI Al E 4/ EV 1 natural
ALE 1/C 31 alinox

USRI AL E 6/ EV 1 natural
ALE 1/C 31 alinox
ALE 6/EV3 gold

WIEN AL powder-coated / white

CUSNISIOROIIFY R Galvanised spring steel housing

605 070.0000.610 Plastic natural aluminium

.620 Plastic alinox (stainless steel effec
el Plastic gold

JORHOVAMOIOIONNIVEN Plastic natural aluminium
Plastic alinox (stainless steel effec

LRI Plastic gold

USIOCLORT ORIV AL E 6/ EV 1 natural
ALE 6/C 31 alinox

(stainless steel effect)
ALE 6/EV3gold
AL powder-coated / white
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Montage - SUPRA / ROBUSTUS - Laufwerk
Assembly - SUPRA / ROBUSTUS roller

Die blitzschnelle Montage. Optimal einfach. Optimal sicher. Durch den Laufwerksetzer
Fast assembly. Optimum simplicity. Optimum security. By means of the mounting tool for roller assembly.

(1) Aufstecken (2) Einsetzen
Insert Adjust

=/

@ Der Laufwerk-Setzer nimmt das Laufwerk
an den Federbeinen auf.
The mounting tool for roller assembly carries
the roller with its struts.

@Abziehen. Fertig @ Mit gespreizten Arretierungs-Federbeinen
Draw-off. Finished wird das Laufwerk leicht und schnell an

seine Position gesetzt.
The roller assembly can be positioned easily and fast
due to the single-unit spring steel housing for

{} precise centring.

@ Durch das Abziehen des Laufwerksetzers
werden die Federbeine im Laufschuh-Profil
arretiert und verkeilt.
With the detachment of the roller assembly mounting tool,
the roller will be fixed and wedged within the
runner profile.
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Montage oder Demontage von Innenzylinder
Assembly or disassembly of the cylinder core

Lage der SchlieRhebel - Montage / Demontage
Position of the locking bolt - assembly / disassembly
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Montage Innenzylinder
Assembly of the cylinder core

Demontage Innenzylinder
Dissassembly of the cylinder core

Art - Nr.
Art - No.

606 640
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Montage Glasscheiben - Umgriffschloss
Assembly of the security cylinder glass door lock

Glasscheiben - Umgriffschidsser sind kompatibel mit SECURA Dreh-Druckzylinderschldssern !
Security cylinder glass door locks are compatible with the SECURA cylinder locks !

Senkschraube, M3 x 14
counfersunk screw
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Randabstand : Glasiberlappung + 8
edge spacing : glass overlap + 8
zB. ( SUPRA SECURA ) 32 mm Uberlappung / overlapping
8 mm Riegelmal3} "/ locking latch

40 mm von Glaskante bis Bohrungsmitte /
from edge of glass sash fo cenfre of drill hole
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Montage Glastiir - Griffschloss
Assembly of the glass door lock

Glastur-Griffschldsser sind kompatibel mit SECURA Dreh-Druckzylinderschlossern !
Glass door locks are compatible with the SECURA cylinder locks !
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Order form

Fax: +49 (0)2295 92 08 429

Gebr. Willach GmbH

Stein 2

53809 Ruppichteroth

Germany

Order

Quantity m/pcs  Description Execution Article number

Signature/Date Company stamp
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