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Portavant 150 wood
Glass fittings with logic

NEW!

The sliding door solution for all 
ceiling-mounted single-track

installations with wooden sashes
from 50 kg up to 150 kg!



The sliding door solution for all ceiling-mounted single-track
installations with wooden sashes from 50kg up to 150kg!

Portavant 150 wood is the ideal solution for all single-track wooden sliding doors with ceiling mounting
and sash weights of 50 kg to 150 kg. Portavant 150 wood uses the same profi les as the Portavant 150 glass 
sliding door fi tting and is essentially based on the same design principles.

Portavant 150 wood enables easy ceiling mounting in every situation.  As all components are 
inserted into the track profi le laterally, the wooden sash fi tted with angle supports is mounted
into the roller assemblies from below and all settings, such as height and end positions, are 
also adjusted from below, Portavant 150 wood can also be installed in a ceiling pocket,
in front of a lintel or in suspended ceilings.

In Portavant 150 wood, before the end positions are reached, an innovative cushioning
system slows the wooden sash gently and quietly over a distance of several centimetres,
so preventing the wooden door from banging hard.

The retraction system then safely pulls the door to its end position, preventing it from 
bouncing back. As with Portavant 150, the spring force with which the door is retracted after 
cushioning can be adjusted in two increments (increment 1: from 50 kg to 100 kg and incre-
ment 2: from 100 kg to up to 150 kg sash weight). This enables the smallest possible opening 
resistances.

Advantages at a glance

Rear cover profi le

Front cover
profi le

End-stop

Carrier with angle
support for wooden sash

Adjustment of the PERFECT 
CLOSE retraction spring

Track profi le

Driver fork of the cushioning system 
fi xed to the roller assembly

Activator arm fi xed
to the end-stop

PERFECT CLOSE
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In Portavant 150 wood, an intelligent design principle ensures that the cushioning system 
always functions reliably: as the activators are connected to the end-stops, they are always 
in the correct position, thus ensuring reliable activation of the cushioning systems attached 
to the roller assemblies on a permanent basis. If the door is closed too hard, it still has some 
momentum at the end of the cushioning process. If this happens with Portavant 150 wood, the 
end-stop stops the door and prevents components of the cushioning system from breaking. 
The cushioning system is fully functional even when the track has not been installed exactly 
perpendicular to the glass door. The cushioning system and the activator are both perfectly 
aligned due to the geometry of the track profile. The swivelling angle support compensates 
for any deviations from perpendicular alignment. Tolerances of +/- 2.5 mm are permissible.
 

Portavant 150 wood offers the greatest ease of assembly in all ceiling-mounted applications. 
Installation takes just a few steps: first, the drill holes are made for the track profile. The 
cover profiles are then clipped onto the track profile and the roller assemblies with the cush-
ioning unit, as well as the end-stops with the activators, are inserted laterally into the track 
profile. Then the track profile – pre-assembled in this way – is installed. Next, the baseplate 
for the floor guide is fixed into position with screws. The wooden door with the mounted 
angle supports is then inserted into the track profile from below and the roller assemblies 
are pushed towards the angle supports and joined to them. The only thing that remains to be 
done is to screw the floor guide to the mounted baseplate and to adjust the end-stops and the 
height of the sliding sash. The sliding sash can be adjusted in height by ± 2.5 mm.
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Technical drawings

Technical information

Ceiling mounting

One-sided systems

Closing to the left or right

Two-sided systems

06/2018    Product descriptions, drawings and illustrations represent neither assured characteristics nor declarations of guarantee. Subject to change.

Weight of sliding sash From 50 kg to 150 kg per sliding sash with cushioning on both sides

Width of sliding sash At least 960 mm 
The maximum height-width ratio of the sliding sash is 3:1.

Thickness of wooden 
sliding sash

38 mm – 55 mm

Available profile lengths 1996 mm, 2996 mm, 3996 mm, 5996 mm as well as fixed lengths

Roller assemblies High-quality, precision roller bearings with plastic coating

Execution Always cushioned on both sides; ceiling mounting: one or two-sided; 
closing to the left or right; colour EV1 (natural aluminium)

Legend

H = System height
HS = Height of sliding sash
LS = Length of track profile
LW = Clear width (building)

LWt = Clear width of wall opening 
(passage width)

WS = Width of sliding sash with handle

WSZ = Additional width of sliding sash for 
handle
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